
                           honestech TVR 3.0                       

You will find "honestech" folder in the software CD. Please double click it and you can 

find two folders – Honestech TVR 3.0 and Drivers folders. 

1. Honestech TVR3.0: this folder includes the Setup.exe file for TVR 3.0, please install it whe

n you use it.

2. Drivers: There is a Setup.exe file for update the driver for DVB-T device, you must do it

before running Honestech TVR 3.0 RTM, and otherwise the remote control may not work.

Note: After doing this, the remote control may not work for Blaze Video HDTV player

which you have installed before. You can uninstall this driver and reinstall it from 

"Install Driver" of the CD Autorun interface.

                       honestech TVR Installation                  

Insert the installation CD into your CD/DVD drive.Please open it, and find “honestech” folder.

Open it and double click Setup.exe file to start installation. 

When the following welcome screen will appears, click [Next >] to continue.

When the End-User License Agreement is displayed, please read and accept the agreement by 

selecting “I Accept the terms of the license agreement” and click [Next >] to continue.



When the Choose Destination Location screen is displayed, accept the default setting or change the 

installation directory by clicking [Browse… ].  Click [Next >] to continue installing honestech TVR 

3.0

When the Select Program Folder screen is displayed, accept the default Program Folder or 

choose/create your own Program Folder, and click [Next >] to continue

The Setup Status screen is displayed to show the installation progress.

Click [Finish] to complete the installation procedure.

You can start honestech TVR application by simply double-clicking on the icon. 

Or you may start the program through the Start menu button by clicking 
START  PROGRAMS  honestech TVR 3.0  honestech TVR 3.0



You need to enter serial number, and you can find out the serial number sticker on CD bag. 

                            Control panel                          

Displays system status (REC, PLAY, TIME SHIFT), Signal strength and quality, volume, audio 

output option, recording time, file size, and current time..

 Change channels

1. Use Up/Down arrow or manually enter number to change channels

2. Add/Delete channel from/to the saved channel list

 Record/Playback/Timeshift

1. MPEG2, MPEG2(TS), MP2 radio file recording.

2. Timeshift function

3. Playback a Recorded file

 Basic tools

1. Schedule recording.

2. Property setting

3. Change skin color.

4. Still Capture.

5. Channel surfing

6. Select sound-track

7. Teletext



 Volume Control

Increase, decrease, or mute volume

Adjust channel

: Change TV channels

: Change channel (Up)

: Change channel (Down)

3.2.2.3. Recording /Playback/Timeshift

 [Record] button

Click on  button

Is enabled

Note: Other buttons will be disabled until all recording is completed

Recording Steps

1. Run honestech TVR

2. Press “OPTION” and select appropriate driver, video resolution, video 

broadcasting standard, and etc…

3. Select input video source(TV, Composite, S-Video, CATV) with SRC function

4. Select the channel that you want to record

5. Press  to start recording and press  to end



6. You can review the recorded file using the File Poll function

7. Exit program

 [Time shift(Instant Replay)] button

Make sure that you are in the main display mode

Click on Start this function

Stop Button

Pause Button

Move to start point Button

Move to end point Button

Instant Replay works on the video files only

 [Playback] buttons

Plays a selected recorded file, and the MPEG player application will

launch automatically

Stop

Pause

Move to start Point

Move to end Point

 Adjust volume

Increase, decrease, or mute volume

: Increase volume

: Decrease volume

: Mute



                             TV Option Setting                                      

TV Setting

Channel scan : two options available

1. By Selecting your country.

2. By manually configuring the frequency range and bandwidth value.

3. After choosing either the first option or the second option, click on "Scan" button.

Then the following window will be displayed to show the scanning progress.

Displays channel scan progress and the number of channels scanned.

- Display the frequency of the channel being scanned.

- “Stop scan” : Stops the channel scan.

4. Scan will be processed with 1MHz unit.

5. Group box of Channels.

Show the list of available channels.



You can change the channel name displayed with a different name by double-

clicking on the channel name.

Record Setting

1. MPEG2 and MPEG2-TS formats supported for recording.

MPEG2-TS format is used for testing purpose only.

2. Displays the information on the recording format.

3. You can configure the audio recording format

4. Browse and select a folder where the files will be saved.

Clicking "Browse" button brings up the following dialog box



- Click "OK" to confirm your selection.

5. Displays the available space on the hard drive you selected.

EPG

Click on button to preview the channels (channel surfing).



1. Using the electronic TV guide, you can view schedules for upcoming TV shows and 

schedule recordings.

2. The electronic TV guide allows you to view a list of available channels and schedule 

recordings for the upcoming TV shows.

                        Uninstall honestech TVR                     

Go to: START  PROGRAMS  honestech TVR 3.0  UnInstall

Click [Yes] to continue


